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HDR-60 Video Camera Development Kit
LatticeECP3™ HDR-60 Video Camera Development Kit is a fully production-ready High Dynamic Range (HDR) camera, designed to 
fit into commercially available camera housings, and comes with Helion Vision’s IONOS Image Signal Processing (ISP). The integrated 
IONOS ISP IP provides end-to-end sensor to displayable image ISP support. Lattice’s HDMI PHY IP enables output to HDMI/DVI 
monitors.

Lattice USB 3.0 Video Bridge Development Kit 
This is a production-ready, high-definition video capture and conversion system, based on the LatticeECP3 FPGA family.

Features
	 Production-ready USB 3.0 audio/video bridging reference 
design 

	 1080p video streaming over USB 3.0 at 60fps 

	 HDMI 1.4a audio and video capture 

	 SD-, HD-, 3G-SDI audio and video capture 

	 Supports video capture from external MIPI CSI-2 , SubLVDS or 
parallel sensors 

	 Reference design provides fast USB 3.0 UVC and UAC class 
data packing 

	 Plug and play operations as a video capture device on multiple 
standard platforms (Windows, MacOS, Linux) 

Product Ordering Part Number

Lattice USB3 Video Bridge Development Kit LFE3-17EA-USB3-EVN

Features
	 LatticeECP3-based ISP with HDR camera development system

	 Allows demonstration of image-sensor bridge or dual-image-
sensor bridge

	 Includes HDMI and Ethernet ports

	 Supports Aptina MT9M024/AR0331, Panasonic MN34041, 
Sony or NIT sensors

Product Ordering Part Number

HDR-60 with MT9M024 NanoVesta LFE3-70EA-HDR60-DKN

HDR-60 without NanoVesta LFE3-70EA-HDR60-EVN

Dual Sensor Interface LCMXO2-4000HE-DSIB-EVN

CSI2-to-Parallel Bridge LF-C2P-EVN

MT9M024 Sensor NanoVesta LF-9MT024NV-EVN

MN34041 Sensor NanoVesta LF-PNV-EVN
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Other Embedded Vision Solutions
Lattice offers a variety of other boards and development kits for embedded vision applications. 

MachXO2™ Dual Sensor Interface Board provides a platform for support dual sensor designs such as 3D stereoscopic vision, black box 
car driver recorders and other applications that require more than one sensor. This board is designed for use with the HDR-60 Base Board. 

SensorExtender Card allows the demonstration of an image sensor dislocated from an ISP. It requires the HDR-60 Base Board and 
MT9M024 Sensor NanoVesta Board to produce a working demonstration. The NanoVesta sensor plugs into the SensorExtender Board 
labeled TX. Using the included CAT5E cable, it can be connected to the SensorExtender RX board that plugs into the HDR-60 Base Board. 

Aptina MT9M024 Sensor NanoVesta Head Board plugs directly onto MachXO2 Dual Sensor Interface Board.

Product Description Ordering Part Number

MachXO2 Dual Sensor Interface Board 

•	 Interface board to two image sensors
•	 Output is a combined bus for the HDR-60 Base Board or Texas Instruments IP 

camera LCMXO2-4000HE-DSIB-EVN

SensorExtender Card

•	 Distances Image Sensor from ISP via a single CAT5e/6 cable with remote power to 
the image sensor via the CAT5e/6 cable 

•	 Interfaces to ISP after de-serializing can be parallel or serial along with bi-directional 
I2C write programming offered via the same CAT5e/6 cable 

•	 Flexible sensor interface before serial conversion 

LCMXO2-4000HE-SEC-EVN

NanoVesta Sensors •	 720p and 1080p sensors
•	 Plugs into the HDR-60 Base Board or MachXO2 Dual Sensor Interface Board

LF-PNV-EVN
LF-9MT024NV-EVN

MachXO2 Dual Sensor Interface Board SensorExtender Card
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Image Signal Processing (ISP) from Helion Vision

Helion IONOS Image Signal Processing Pipeline

Features
	 ISP available for ECP5 and LatticeECP3

	 HDR (WDR) improves the dynamic range between the lightest and darkest areas of an image 

	 Solutions for Aptina, Panasonic and NIT sensors

	 Stand-alone auto focus algorithm

	 Advanced Video Analytics software for people counting, intrusion detection, object detection and camera tampering
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Lattice has partnered with Helion Vision, GmbH to provide a fully comprehensive selection of image processing pipelines, ranging from 
basic to advanced HDR-pipelines, which can be quickly evaluated on Lattice’s Embedded Vision Development Kit and HDR-60 Camera 
Development Kit. This approach reduces development time and costs.

IONOS Imaging IP Core Suite is a plug and play ISP pipeline containing a library of more than 150 individual pieces of IP Cores, available 
for licensing either entirely or in parts.

FLEXIBLE SOLUTIONS FOR EMBEDDED VISION PROCESSING AT THE EDGE



LA TTICES EMI.COM/EVSOLUTIONS

CrossLink IP Solutions from Lattice
CrossLink FPGA IP Cores are ready-to-use IPs available in Lattice Diamond software. These IPs provide conversion bridging, as well as 
connectivity between traditional camera and display interfaces, and MIPI D-PHY interfaces.

CrossLink IP IP Provider

CMOS to MIPI CSI-2 Interface Bridge IP Lattice

Four Input to One Output MIPI CSI-2 Camera Aggregator Bridge Lattice

MIPI CSI-2 to CMOS Image Sensor Bridge Lattice

MIPI DSI to OpenLDI LVDS Display Interface Bridge Lattice

MIPI DSI to RGB Display Interface Bridge Lattice

One Input to One Output MIPI CSI-2 Camera Repeater Bridge Lattice

One Input to One Output MIPI DSI Display Interface Bridge Lattice

One Input to Two Output MIPI CSI-2 Camera Splitter Bridge Lattice

One Input to Two Output MIPI DSI Display Splitter Bridge Lattice

OpenLDI LVDS to MIPI DSI Display Interface Bridge Lattice

RGB to MIPI DSI Display Interface Bridge Lattice

SubLVDS to MIPI CSI-2 Image Sensor Bridge Lattice

Two Input to One Output MIPI CSI-2 Camera Aggregator Bridge Lattice

Multi CSI 2 Image Sensor Interface Bridging

Camera Interface Conversion Bridging
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Applications Support
www.latticesemi.com/support
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